AIRSTARTHOSES

M 6000 -16 006 10
Length in inches (less than 10 inches use 09, 08,
07, 06, 05, 04, 03, 02, 01, or 00)
Length in feet (less than 10 feet use 009, 008,
007, 006, 005, 004, 003, 002, or 001)
Code letter for hose size
Basic specification number
M prefix
. The hose consist of a seamless compounded inner tube, ply or plies or reinforcement, and a protective outer coating
. The inner tube of the hose shall be manufactured from synthetic rubber compounded with the necessary ingredients to meet the requirements of this
specification. Seamless and have a minimum thickness of .040 inch (1.02 mm).

. Reinforcement. The reinforcement consist of one or more plies with frictioning.

. The outer coating consist of polychloroprene rubber reinforced and compounded to meet the requirements of this specification.

. Ethylene glycol immersion

Manufactured to MIL-DTL 6000



DELIVERIES FROM STOCK!

Feel free to ask for free sample

AIRSTARTHOSES

MIL DTL6000 D ® Hose

PARTNUMBERS

MIL-DTL-6000D-1 MIL6000 SERIES 1" ID OIL AND COOLANT HOSE
MIL-DTL-6000D-1-1/2 MIL6000 SERIES 1 1/2" ID OIL AND COOLANT HOSE
MIL-DTL-6000D-1-1/4 MIL6000 SERIES 1 1/4" ID OIL AND COOLANT HOSE
MIL-DTL-6000D-1-3/4 MIL6000 SERIES 1 3/4" ID OIL AND COOLANT HOSE
MIL-DTL-6000D-1/2 MIL6000 SERIES 1/2" ID OIL AND COOLANT HOSE
MIL-DTL-6000D-1/4 MIL6000 SERIES 1/4' | D OIL AND COOLANT HOSE
MIL-DTL-6000D-2 MIL6000 SERIES 2" ID OIL AND COOLANT HOSE
MIL-DTL-6000D-2-1/2 MIL6000 SERIES 2 1/2" ID OIL AND COOLANT HOS
MIL-DTL-6000D-2-1/4 MIL6000 SERIES 2 1/4" ID OIL AND COOLANT HOSE
MIL-DTL-6000D-3 MIL6000 SERIES 3" ID OIL AND COOLANT HOSE
MIL-DTL-6000D-3/4 MIL6000 SERIES 3/4" ID OIL AND COOLANT HOSE
MIL-DTL-6000D-3/8 MIL6000 SERIES 3/8" ID OIL AND COOLANT HOSE
MIL-DTL-6000D-5/16 MIL6000 SERIES 5/16" ID OIL AND COOLANT HOSE
MIL-DTL-6000D-5/8 MIL6000 SERIES 5/8" ID OIL AND COOLANT HOSE
MIL-DTL-6000D-7/8 MIL6000 SERIES 7/8" ID OIL AND COOLANT HOSE

ACP-C-MIL-DTL6000 — Tailor made ACP-C-MIL-DTL6000 — Tailor made
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